
MATERIAL SAFETY DATA SHEET 

I. PRODUCT IDENTIFICATION  

Name: Henry 356 "MultiPro" Premium Multipurpose Flooring Atlhesive 
Description: Filletl, water-basetl atlhesive 

II. DEPARTMENT OF TRANSPORTATION INFORMATION  

SHIPPING NAME: Not classified 	Hazard Class: N/A 	ID #: N/A 
EMERGENCY  ONLY  CONTACT: CHEM-TEL 1 800-255-3924 

III. HMIS (0=minimal hazartl; 4= severe hazartl)  

Health = 1 	Flammability = 1 	Reactivity = 0 

IV. PRODUCT CONTENT  

This protluct tloes not contain chemicals subject to the reporting require- 
ments of Section 313 of SARA Title III antl 40 CFR 372. AII components are 
on TSCA Inventory. Thls protluct tloes NOT contaln asbestos. 

HfNRy 
356 

Prepared 11/98 - Replaces 9/97 

The W. W. Henry Cornpany 
400 Ardex Park Drive 
Aliquippa, PA 15001 

Technical Support: 1-800-232-4832 
Intemet: v✓v✓henry.com  

INGREDIENT 	 PERCENT 

NONE 	 N/A 

VI. PHYSICAL DATA 

APPEARANCE: White paste. ODOR: Mild. BOILING POINT: Approx. 
212°F. (water) MELTING POINT: N/A. VAPOR PRESSURE: Same as water. 
VAPOR DENSITY: Water. % VOLATILE BY WEIGHT (30 min. C~ 275°1`): 
40-50 %. EVAPORATION RATE: Water. WT/GAL (water=8.3): 10. SOL- 
UBILITY IN WATER: Dilutible. SPECIFIC GRAVITY: 1.20. VOC: 4 g/I cal- 
culated at 70"F/21"C, SCAQMD. pH: 9.4.5. 

VII. FIRE AND EXPLOSION HAZARD DATA 

FLASH POINT (METHOD): > 200° F(Setaflash Closed Tester). 
FLAMMABLE RANGE: LEL: N/A; UEL: N/A. EXTINGUISHING MEDIA: 
Carbon tlioxitle, tlry chemical, or water spray. SPECIAL FIRE FIGHTING 
PROCEDURES: Protect flre flghters from toxlc protlucts of combustlon by 
wearing self-containetl breathing apparatus. UNUSUAL FIRE AND 
EXPLOSION HAZARDS: Closetl containers in a fire may rupture tlue to 
pressure builtl-up; use water to cool containers to preventthis. 

VIII. HEALTH HAZARD DATA 

PRIMARY ROUTE(S) OF ENTRY: N/A. TARGET ORGANS: N/A. EFFECTS 
OF OVEREXPOSURE: SKIN AND EYES: May produce slighttransient irri- 
tation to the eyes. INHALATION: N/A. CARCINOGENICITY: NTP: No. 
IARC Monographs: No. OSHA Regulated: No. MEDICAL CONDITIONS 
GENERALLY AGGRAVATED BY EXPOSURE: None. FIRST AID 
PROCEDURES: SKIN AND EYES: Flush any eye contact with plenty of 
water. Wlth skln contact, wash wlth soap antl water. Refer to physlclan If 
Irrltatlon or symptoms perslst. INHALATION: N/A. 

IX. REACTIVITY DATA 

STABILITY: Stable. INCOMPATIBILITY: Strong oxidizing agents. HAZ- 
ARDOUS DECOMPOSITION PRODUCTS: Carbon monoxide, carbon di- 
oxitle, antl other toxic vapors antl gases that are common to thermal 
degradation of organic compounds. HAZARDOUS POLYMERIZATION: 
Wi I I not occur. 

OCCUP. EXPOS. LMT. 
N/A 

X. SPILL OR LEAK PROCEDURES  

STEPS TO BE TAKEN IF MATERIAL IS RELEASED OR SPILLED: Contain 
splll, preventing It from entering sewer Ilnes or waterways. Use absorbent 
to assist with the pick-up of material. Scrape up protluct antl place into 
container. Resitlual of protluct, while still wet, can be cleanetl up with 
warm soapy water. WASTE DISPOSAL METHOD: Dispose of container 
antl any unusetl contents in accortlance with Fetleral, State antl Local 
Waste Dlsposal Regulatlons. Do not flush unusetl contents or resltlue 
tlown tlrains. Do not reuse container. 

XI. SAFE HANDLING AND USE INFORMATION  

VENTILATION: Normal ambient ventilation shoultl be sufficient. 
RESPIRATORY PROTECTION: Should not be required. SKIN AND EYE 
PROTECTION: It Is always a gootl safety practice to avoltl contact wlth 
eyes antl prolongetl contact wlth skln. Use spectacle-type glasses antl 
latex or rubber gloves to avoitl contact. 

XII. SPECIAL PRECAUTIONS 

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: 
Recommentletl storage temperature is below 90 tlegrees F. OTHER 
PRECAUTIONS: None. WORK SITE ENVIRONMENT: Initially there may 
be a potential ativerse impact on intloor air quality within the general 
work area tluring the installation process. Therefore you shoultl ativise the 
builtling manager or other appropriate person that: • It will be necessary 
to establish antl maintain atlequate ventilation of the work area, without 
causing the entry of contaminants to other parts of builtling; antl • 
Persons who are sensltive to otlors antl/or chemlcals shoultl be ativlsetl to 
avoitl the work area tluring this process. 

The information presentetl herein is supplietl as a guitle to those who han- 
tlle or use this protluct. Safe work practices must be employetl when 
working wlth any materlals. It Is Important that the entl user makes a 
tletermination regartling the atlequacy of the safety procetlures employetl 
tluring the use of this protluct. 

N/A - not applicable or not available 
N/K - none known or not known 
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